
** Best choice for material shown in bold text.

The parameters provided are suggested operating parameters. Actual 
speeds and feeds will depend on many variables, such as rigidity, 
workpiece hardness, tool extension, machine accuracy, Depth of Cut, 
etc. Start at the middle of the SFM range and the low end of the FPT 
range. Next, increase FPT to optimize productivity and tool life. Higher 
SFM will provide higher output but may reduce tool life. Try different 
combinations to find the parameters that best suit your needs.

•  The -HP coating is best suited for low-to-medium  
operating speeds (temperatures) and softer materials.

•  The -GLH coating is best suited for high operating  
speeds (temperatures) and harder materials.
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PRODUCTION MILLING TOOLS SSPM 

Speeds and feeds in this chart are ONLY for SSPM tools. See catalog back cover for APET/XPET speeds and feeds.

Production Milling Speeds & Feeds

Recommended 
Cutting
Speeds for 
Dapra SSPM 
Cutters

1018,
12L14,
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4340, H13,
P20, A2, D2
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4340, H13,
P20, A2, D2
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SERIES

316, 347, PH
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ALUMINUM 
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DMK30 255-383 213-340 128-255 106-213 255-383 1000+ 200-600 50-150
ROUGHING

DMK30-HP 425-680 340-595 425-680 213-425 425-680 400-1200

DMK30-GLH 595-850 425-765 510-935 255-680 510-1020 75-450
ROUGHING
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DMP25 363-680 319-595 213-340 298-468
DUCTILE 1000+ 200-600

DMP25-HP 510-850 425-765 425-765 425-765
DUCTILE

DMP25-GLH 680-1360 510-1020 213-595 510-1020 425-1105
DUCTILE
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DMK15 213-340 106-213
FINISHING

298-510
GRAY 1000+ 200-600 50-150

FINISHING

DMK15-HP 510-850 425-765 425-765 213-425
FINISHING

510-765
GRAY 400-900 50-250

FINISHING

DMK15-GLH 680-1360 510-1020 255-680 510-1020 255-680
FINISHING

680-1105
GRAY 400-1200 75-350

FINISHING

1ST CHOICE GEOMETRY T-Land T-Land T-Land T-Land Dished T-Land Dished Dished Dished

RECOMMENDED IPT .006-.015 .006-.012 .003-.008 .004-.012 .003-.010 .006-.015 .005-.030 .005-.020 .003-.007

DAPRA   •   800-243-3344   •   860-242-8539   •   www.dapra.com


