BALL NOSE / BACK DRAFT BUTTON / FACE SQUARE SHOULDER HIGH-FEED

SUPPORTING TOOLS & INFO

BUTTON / FACE // SINGLE-SIDED // 12MM SERIES BUTTON / FACE // SINGLE-SIBED // 12MM SERIES
m
. i Visit dapra.com/TORref E :[=] i
12mm Series Recommended Cutting Parameters for technica reference & § :
application information E T
Hardened " Ferritic /
- w0 | e | comng | Speco e
(> 48 Rc) Stainless
DMK30 GLH Speed 700-1000 500-800 250-600 300-600 500-900 250-500 600-1000 500-900 55-90 35-65 120-180 400-900 1200+ (Cast)
Feed .003-.020 .003-.015 .003-.012 .004-.015 .004-.020 .003-.012 .004-.020 .004-.015 .002-.006 .002-.005 .003-.007 .004-.015 .007-.020 IE——
Speed 700-1200 500-900 350-650 600-1000 500-900
D DMP25 GLH
Feed .007-.020 .005-.015 .005-.012 .004-.015 .004-.015
Speed 600-1000 500-900 400-900 1200+ (Cast)
DMK15 GLH
Feed .004-.015 .004-.015 .004-.015 .007-.020 )
TCl Speed 500-800 400-700 250-450 500-800 400-700 E
-
DMK30 Feed .004-.020 .004-.020 .004-.015 .004-.020 .004-.015 8
700-1 - 250- -1 - I
RDCH-12 GLH Speed 00-1000 500-800 50-600 600-1000 500-900 =
Feed .004-.020 .004-.020 .004-.015 .004-.020 .004-.015 §
TCl Speed 500-900 400-800 350-550 300-450 500-800 400-700 g
T DMP25 Feed .004-.020 .004-.020 .004-.015 .003-.012 .004-.020 .004-.015 8
GLH Speed 700-1200 500-900 350-650 300-500 600-1000 500-900
Feed .004-.020 .004-.020 .004-.015 .003-.012 .004-.020 .004-.015
TCI Speed 500-900 400-800 350-550 500-800 400-700
DMK15 Feed .004-.020 .004-.015 .004-.012 .004-.020 .004-.015
GLH Speed 700-1200 500-900 350-650 300-500 250-450 600-1000 500-900
Feed .004-.020 .004-.015 .004-.012 .003-.012 .003-.012 .004-.020 .004-.015
w
<
» Bold text indicates best choice for material shown. T
» The parameters provided are suggested starting operating parameters. %
» See page IM-155 for insert grade and coating selection. E
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